
G670 RV® MRT Product Sheet
 

FEATURES BENEFITS
Dependable tread compounds Balance fuel economy and mileage
5-Rib Tread pattern Helps produce low heat and toughness,

and reduces squirm for superb handling.
Anti-oxidants and anti-ozidant
compounds

Help guard against weather cracking.

High-technology belt system Helps Offer ride comfort and long miles
to removal

Notched and siped ribs with open
circumferential grooves

Help deliver traction in all season
conditions.

APPLICATION GUIDELINES
Goodyear's Best All-Position RV Tire for Long Service Life

SIZE TREAD
DEPTH

RIM
WIDTH

(IN)  (MM)

TIRE
WEIGHT

(LBS)  (KG)

OVERALL
WIDTH

(IN)  (MM)

OVERALL
DIAMETER
(IN)  (MM)

STATIC
LOADED
RADIUS

(IN)  (MM)

RETREAD
BUFFING
RADIUS

(IN)  (MM)

RETREAD
BASE
WIDTH

(IN)  (MM)

TUBELESS TIRES ON 15° DROP CENTER RIMS

245/75R22.5 G 14 7.50  191 83  38 9.5  241 37.0  940 17.3  439 24  610 0.000  0

255/70R22.5 H 14 7.50  191 86  39 10.0  253 36.4  925 17.0  432 18  457 0.000  0

265/75R22.5 G 14 7.50  191 93  42 10.0  254 38.4  975 17.9  455 20  508 0.000  0

275/70R22.5 H 14 7.50  191 92  42 10.4  264 37.6  955 17.4  442 24  610 0.000  0

275/80R22.5 H 18 8.25  210 113  51 11.1  282 40.2  1,021 18.8  478 28  711 9.000  229

295/80R22.5 H 16 9.00  229 131  60 12.1  307 41.3  1,049 19.2  488 0  0 0.000  0

315/80R22.5 L 16 9.00  229 132  60 12.5  318 42.5  1,080 19.8  503 32  813 0.000  0

 

 



SIZE
SPEED
RATING
(MPH)

SINGLE
MAX

LOAD
(LBS)  (KG)

SINGLE
INFLATION
(PSI)  (KPa)

DUAL MAX
LOAD

(LBS)  (KG)

DUAL
INFLATION
(PSI)  (KPa)

REVS
PER

(MILE)  (KM)

MINIMUM
DUAL

SPACING
(IN)  (MM)

PRODUCT
CODE

TUBELESS TIRES ON 15° DROP CENTER RIMS

245/75R22.5 G 75 4,675  2,120 110  760 4,410  2,000 110  760 560  348 11.0  279 756306050

255/70R22.5 H 75 5,510  2,500 120  830 5,070  2,300 120  830 566  352 11.3  287 756780050

265/75R22.5 G 75 5,205  2,360 110  760 4,805  2,180 100  690 537  334 11.6  295 756305050

275/70R22.5 H 75 6,940  3,150 125  860 6,395  2,900 125  860 548  341 11.9  302 756919050

275/80R22.5 H 75 7,160  3,250 125  860 6,610  3,000 125  860 517  321 12.3  312 756967050

295/80R22.5 H 75 7,830  3,550 125  860 6,940  3,150 125  860 499  310 13.2  335 756060050

315/80R22.5 L 75 9,090  4,125 130  900 8,270  3,750 130  900 489  304 13.8  351 756141050

 

 


